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Every year America’s population  increases while millions of acres of  farmland and  forests are 
lost  and  billions  of  gallons  of  non‐renewable  fossil  fuels  are  burned.  American  society  is 
consuming resources at a rate far greater than the Earth can provide. The goal of this project is 
to design a community that makes use of sustainable practices as set forth by the Leadership in 
Energy  and  Environmental  Design  (LEED)  Guidelines  for  Neighborhood  Development.  The 


















This  project made  considerations  regarding  the  eight  real world  constraints.  Below  are  the 
constraints and the considerations made for each: 












the  public  and  shall  strive  to  comply with  the  principles  of  sustainable  development  in  the 
performance of their professional duties.”1 
Health and Safety: Safety  is paramount, all  state and  local building codes and  zoning bylaws 
hold priority  in design over Leadership  in Energy and Environmental Design (LEED) guidelines. 
Placement,  size  and  building  heights  of  the  buildings  were  determined  by  dimensional 




are going to be placed  in strategic  locations to compensate. The design  incorporates multiple 
community areas to promote social interaction.  
Political:  State  and  Federal  government  along  with  many  private  organizations  have  been 
encouraging sustainable building. State and federal governments have passed some legislation 
promoting  and  mandating  environmentally  friendly  and  sustainable  building  methods, 
materials and technologies. As LEED becomes more nationally accepted, state agencies adopt 
many  of  the  LEED  credits  for  sustainable  building  programs.  To  ensure  that  the  most 
















































































































































































meet  their own needs.”2  This definition does not  specify  that  sustainable development only 
refers to environmental sustainability, but implies that there are more than just physical needs 












for  beginning  the  sustainable  development  movement.  Carson  criticized  the  wide  use  of 
pesticides  in buildings and commented on  the earth’s  finite ability  to absorb  toxins. Carson’s 
book was highly controversial at  the  time and created a worldwide dialog about  the carrying 
capacity of the Earth. 














goal of  the guidelines  is  to create a sustainable, socially equitable community. Efforts will be 










developed  in order  to determine  the  efficacy of  individual  alternatives  and manufacturer or 
developer  claims.  One  organization  that  has  really  taken  the  initiative  is  the  United  States 
Green Building Council (USGBC) and their development of the LEED. 
This  chapter will  discuss  a  variety  of  alternatives  for  green  building.  The  alternatives 
discussed are not  the sole alternatives available, but  instead a small sampling  that pertain  to 
this project. 
2.1  LEED Guidelines 
The USGBC  is  the mastermind  organization  behind  LEED.  The USGBC was  formed  in 
1993  to address green building  criteria and  today  is  compromised of 78  local affiliates, over 
20,000  companies  and  organizations.  The  USGBC  describes  LEED  as  a  “green  building 
certification system, providing third‐party verification” that a building meets given guidelines. 3 
The  first  LEED  program,  LEED  Version  1.0,  was  launched  in  1998  at  the  USGBC 
Membership  Summit.  Two  years  later,  after  extensive  modifications,  LEED  Version  2.0  was 
released. Subsequent releases include Version 2.1 in 2002, Version 2.2 in 2005 and Version 3 in 
2009, which is the most current version. The early LEED programs focused on new commercial 







modification  of  schools,  commercial  buildings,  homes  and  existing  building.  LEED  guidelines 
have  also  been  developed  for  operations  and  maintenance  of  neighborhood  development, 
health care facilities, retail, homes and commercial interiors. 
All  of  the  LEED  rating  systems  evaluate  criteria  in  the  following  areas  or  credit 
categories: sustainable site, water efficiency, energy and atmosphere, materials and resources, 
indoor environmental quality,  locations and  linkages, awareness and education,  innovation  in 
design,  and  regional  priority.  The  credit  categories  in  a  given  LEED  rating  system  directly 
indicate the focus of the rating system, by highlighting the key priorities. 
2.1.1 LEED for Neighborhood Development 
In  2007  the  USGBC,  the  Congress  for  New  Urbanism,  and  the  National  Resources 
Defense  Council  (NRDC)  released  a  pilot  version  for  a  new  set  of  LEED  guidelines,  LEED  for 
Neighborhood  development.  Then  in  2009  the  LEED  for Neighborhood  Development  Rating 
System was released after two years of market research. 4 
Unlike previous LEED programs that focus on individual building elements, the LEED for 
Neighborhood  Development  has  a  broader  goal,  focusing  on  creating  a  neighborhood  and 
relating that neighborhood to the surrounding landscape and region. This rating system focuses 
on key building and construction elements rather  than  itemizing construction  techniques and 
materials.  LEED  for Neighborhood Development  hopes  to  reduce  land  consumption,  reduce 









location  and  linkage,  neighborhood  pattern  and  design,  green  infrastructure  and  buildings, 
innovation and design process, and regional priority.  
Smart  location and  linkages  (SLL) awards  credit  to designs  that  consider  location;  this 
includes land conservation and access to alternative transportation. Neighborhood pattern and 
design  (NPD)  awards  credit  to  egalitarian  designs  that  promote  an  active  healthy  lifestyle. 
Green  infrastructure and buildings  (GIB) promotes repurposing historical structures as well as 
sustainable  construction  methods  and  materials  that  reduce  energy  and  water  usage. 




In order  to gain  this  specific  LEED  certification,  there are  three main  stages: optional 
pre‐review,  certification of  an  approved plan  and  certification of  a  completed neighborhood 
development. The  initial optional pre‐review  is an  aid  to developers;  this  review would  take 
place at any time during the planning process before the entitlement process. The pre‐review 
can give contractors leverage when trying to obtain entitlement, financing and occupants.  
The  certification  of  a  plan  approved  by  the  USGBC  occurs  after  entitlement  and  all 








The  final  stage,  certification  of  a  completed  neighborhood  design,  takes  place  after 





performance  commercial  and  institutional  projects,  including  office  buildings,  high‐rise 
residential  buildings,  government  buildings,  recreational  facilities, manufacturing  plants  and 
laboratories.7  The  most  recent  version  was  released  in  2009.  LEED  certification  for  New 
Construction  is divided  into  four categories. The  first category  is “Certified” which  is awarded 
when the project acquires between 40 to 49 points. When the project accrues between 50 and 
59 points “Silver”  is awarded. “Gold”  is awarded when there  is between 60 and 79 points. 80 
points and above achieves “Platinum” certification. 
The  rating  system  addresses  several  topics  which  include:  sustainable  site,  water 
efficiency,  energy  and  atmosphere,  materials  and  resources,  indoor  environmental  quality, 
innovation in design, and regional priority. Sustainable Sites (SS) awards credit for projects that 
minimize  disruption  of  the  natural  ecosystem  surrounding  the  site.  Water  Efficiency  (WE) 












in heating and cooling  systems. Materials and Resources  (MR) awards credit  for designs  that 
reduce  the  depletion  of  raw materials  and  specify wood  that was  harvested  by  responsible 
foresting  practices. Materials  and  Resources  also  promotes  the  use  of  locally manufactured 























rating  system  is  to  promote  more  sustainable  home  building  practices.  The  rating  system 
encompasses  the  owner,  designers,  contractors,  material  suppliers  and  accrediting 
professional.  Most  states  have  their  own  programs  that  promote  sustainable  home 
construction.  LEED  is  trying  to provide a national  standard  that will  illustrate  the  sustainable 
features  and  allow  any  builder  to  achieve  LEED  accreditation.  “By  recognizing  sustainable 
design  and  construction  in  homes  nationwide,  LEED  for  Homes  helps  home  builders 
differentiate  their  homes  as  some  of  the  best  homes  in  their markets,  using  a  recognized 
national brand. Furthermore, homebuyers can more readily  identify third‐party verified green 
homes”.8 
LEED certification  for New Homes  is divided  into  four categories. The  first category  is 

















Design Process  (ID),  Location and  Linkages  (LL), Sustainable Sites  (SS), Water Efficiency  (WE), 
Energy and Atmosphere (EA), Materials and Resources (MR), Indoor Environmental Quality (EQ) 
and Awareness and Education  (AE).  Innovation and Design Process awards  credit  for designs 
that surpass the LEED requirements.  
Location  and  Linkages  awards  credit  for  socially  and  environmentally  responsible 
placement of homes with regards to the whole community. Sustainable Sites awards credit for 




and  promotes  use  of  grid  tied  on‐site  energy  sources  and  eliminating  the  use  of  harmful 
refrigerants in heating and cooling systems. Materials and Resources awards credit for designs 
that  reduce  the  depletion  of  raw  materials  and  wood  that  was  harvested  by  responsible 












the new “it” words  in  legislation and press conferences. You cannot turn on the  television or 
listen to the radio without hearing about a new environmentally friendly appliance or cleaning 
product.  
Over  the  past  decade  environmental  awareness  has  worked  its  way  into  society. 
Companies are scrambling to find the newest, greenest products, and everyday researchers are 
studying  how  to  mitigate  damage  to  the  environment  as  the  market  demand  grows 
exponentially. The sustainable technology boom is an economic gold rush. Companies that have 




This  section outlines  some of  the most economical and  feasible  technologies  that are 
available today. A major goal of the USGBC with the LEED rating systems  is to encourage the 
use  of  alternative  energies, while  reducing  the  demand  for water  and  energy. Many  of  the 




















The power generated  from  the  sun  is a  viable and  responsible  source of energy. The 
energy can be captured two different ways. The first way is passive solar power, which directly 
allows the sunlight to heat, cool and light a structure. And the second way is active solar power. 










Archimedes Heat  Ray.  In  the myth Archimedes  is  credited with  lighting  ships  on  fire with  a 
mirror made of polished bronze. Whether this heat ray ever existed or worked as  indicated  is 
lost  to history, but  the myth signifies  that people even  in second century BC understood  the 
energy  that  the  sun  radiated.10 The  first utilization of  solar energy  came  from  cave‐dwellers, 
who preferred south‐easterly facing caves. The first recorded wide‐scale usage of solar energy 
design  occurred  in  the  late  BC  and  early  AD when  the  Roman  Empire made  use  of  passive 
heating systems and greenhouse technology in their architecture. 
The “Climax,”  in 1891, was the first patented solar water heater.  Invented by Clarence 
M. Kemp,  the “Climax” was a black water  tank  inside an  insulated glass box. Solar hot water 
heaters were  common  in  homes  until  the  1940s  and  1950s when  electricity  prices  fell  and 
copper prices rose. 11 



















company. The elecricty created by the PVs  is stored  in batteries where  it  is available for  later 















Geothermal  energy  comes  from  the  combination  of  “geo,”  meaning  earth  and 
“thermal,”  meaning  heat.  Geothermal  can  be  used  very  effectively  in  two  ways:  to  pump 
superheated water from underground to the surface and use the steam to create electricity, or 
to utilize the stable temperatures of the earth to heat and cool buildings.  
The most  efficient  form  of  geothermal  energy  is  hydrothermal  energy. Hydrothermal 
energy  is  capturing  steam  from  superheated water,  usually  300  to  700  degrees  Fahrenheit, 
from  underground.  The  superheated  water  is  formed  when  magma  comes  close  to  water 







ten  feet underground. On average  this  temperature  remains between  forty‐five and seventy‐
five degrees, depending on geographic  location. The stable ground  temperatures are used  to 
cool  air  in  the  summer  and  heat  air  in  the  winter.  The  ground  temperature  is  utilized  by 
installing  a  geothermal heat pump  (GHP)  to pump water,  steam or  air  through pipes buried 
underground.  The  pipes  then  connect  back  to  the  hot  water  heater,  boiler,  furnace  or  air 
conditioner.  Conventional  heating  and  cooling  systems  utilize  the  varying  outside  air 











for  GHPs  is  a  lateral  pipe  layout.  In  lateral  pipe  layout  the  pipes  are  usually  placed 
approximately 15  feet underground, and may be placed under  the  foundation of  the house. 
This pipe layout does not involve drilling equipment and can be the most cost effective system 
if constructed before the house; the equipment that  is necessary  for excavation  is already on 
location to dig the foundation. 
2.2.1.3 Wind 
Wind  energy  is  an  indirect  form  of  solar  energy.  Wind  is  created  by  temperature 
differentials in the atmosphere, which is a result of the sun heating the atmosphere at variable 




that  releases  no  harmful  emissions.  The  domestic  factor  is  extremely  important  from  an 
economic  standpoint:  it  eliminates  the  volatility  of  energy  prices  that  is  a  result  of  both 
international trade and limited resources and production capacity. Wind is the fastest growing 
energy source in the United States; contributing 42% of new generating capacity in 2008. Figure 





Figure  2‐2:  Energy Generating  Capacity  by  Source  ("Wind
power Outlook 2009," American Wind Energy Association)
Department of Energy (DOE) estimated that it was feasible, with the proper initiative, for wind 
power  to generate 20% of  the United States’ electricity by  the year 2030,  like Denmark does 
today. Approximately one‐third of the  land area of the United States has wind resources that 
are sufficient to economically generate electricity.  
 Wind  energy  is  captured  through  the 
use  of  wind  turbines.  Figure  2‐3  (next  page) 
shows a diagram of the different parts of a wind 
turbine.  Wind  turbines  capture  the  kinetic 
energy of the moving air mass and convert it to 
mechanical  energy.  The  mechanical  energy  is 
then  used  to  power  a  generator which  creates  electricity.  The main  visual  parts  of  a wind 
turbine are  the  rotor blades,  tower and nacelle. The  rotor blades  capture  the kinetic energy 























household electricity bill. One  thing  that most people never  see  is  the electricity bill  for  the 










money  and  electricity  spent  annually  on  street 
lights. The first and most simple solution  is to turn 
them  off. Many  towns  and  cities  have  taken  this 










Diode  (LED)  lights.  LED  lights  use  on  average  2.5  kWh  per  night,  which  is  over  115%  the 
efficiency  of  sodium  bulbs.  LEDs  also  have  a  much  longer  lifespan  reducing  need  for 
maintenance  and  replacement.  One  final  option,  and  the  most  progressive,  is  solar  street 
lamps. Figure 2‐4 shows a street light design by Sol Inc., a company in Palm City, FL. 
Solar  street  lights  are  completely  self‐contained  and  require  no  outside  wiring  or 
electricity. The lamp unit consists of an LED bulb, solar collection panel and a battery. The solar 
collectors gather energy all day and store  the electricity  in  the battery, where  it can  then be 
used at night.  
There  are  many  advantages  to  solar  street  lights.  One  great  advantage  of  solar 
streetlights  is  that  is  electricity  service  is  interrupted;  the  street  lights will  still  have  power. 
Since  the  individual  street  lamps  require  no  outside  power,  no  trenching  is  required  for 
installation.  Another  advantage  is  that  solar  streetlamps  have  no  daily  operating  costs; 
however, they do require maintenance approximately every ten years. The cost of solar street 
lights  (obtained  from  Sol  Inc.  in  Palm  City,  FL)  to  purchase  and  install  is  comparable  to 








District  heating  and  cooling  (DHC)  is  a  large  centralized  thermal  energy  system. DHC 
allows heat, hot water, steam and/or air‐conditioning, like electricity or natural gas, to be sold 
as  a  commodity.  Heat  is  produced  at  a  centralized  plant  and  then  is  distributed  through 











or maintenance. All  the  heating  equipment  required  is maintained  and  operated  at  a  plant. 
Since  the  plants  are  large much  larger  than  individual  units,  using  principles  of  economy  of 
scale,  they  can  more  economically  make  use  of  waste  burners,  alternative  energies  and 
cogeneration. DHC plants are both sustainable and economical to operate. 
Not  all DHC  systems  sell  heat.  Today  in  the United  States DHC  is  commonly  used  in 
institutions  that have multiple buildings,  such as colleges and universities, military bases and 
large  commercial  institutions.  Figure  2‐6  shows  an  aerial  view  of  some  dormitories  at 











billion gallons of public  supply going  to  residential use. More  than  fifty percent of  the water 
used  in the average household  is grey water. Figure 2‐7  (next page) shows the breakdown of 





Untreated  grey  water  cannot  be  reused  in  the  home;  however  it  can  be  used  for 
underground  irrigation.  Australia  is  leading  the  world  in  grey  water  reuse  systems.  One 
company has revolutionized residential grey water treatment systems, Nubian Water Systems. 









































aspect of sustainable development. From an environmental standpoint  it  is very  important to 
protect water quality and  to minimize storm water  runoff. Urban areas can have as much as 
85% impervious areas. When it rains, water washes oils, sediment, nitrogen, phosphorous and 











mixing aggregates and binding agents; all aggregate below  two millimeters were  removed  to 
obtain an  ideal 18‐20% void space  in  the asphalt. The second  layer  is  four  inches of 3/4  inch 
stone. This stone allows water to run through to the next layer while offering structural support 











Although  the  effectiveness  of  porous  asphalt  has  been  proven,  there  are  several 
considerations  that  should  be made.  Porous  asphalt  can  cost  two  to  four  times more  than 
traditional asphalt. Porous pavement needs to be vacuumed or swept every three to six months 
to  keep  the  voids  clear  of  debris  and  inspected  annually  to  look  for  visible  signs  of 




















or native plants. Rain gardens are often used  to  collect  runoff water  from  roofs and parking 
lots. Rain gardens have been gaining popularity across the United States, but little research has 














process  involves  capturing  storm‐water  runoff  in  wet  ponds.  A  wet  pond  is  a  permanent 
retention pond  that  is always  filled with water;  the water  level may  fluctuate during various 






















Landscaping  is  important  to  a  community  for  several  reasons;  landscaping  reduces 
noise, reduces erosion and is esthetically pleasing. However, maintaining landscaping can be an 




67  million  pounds  of 
pesticides  are  on  lawns  and 
approximate 60 to 70 million 
birds  are  poisoned  each 
year.  Grass  has  only  ten 
percent  the  capacity  to 
absorb rainwater than a forest floor would have. The water that  is not absorbed by  lawns can 
cause erosion or pool  in  low  lying areas.  In the United State as high as sixty percent of water 




plants.  Figure  2‐12  shows  a  landscape  design  using  only  native  plants  at  B  Bar  Ranch  in 
Emigrant, MT. Native  plants  thrive  in  their  local  environment  and will  not  become  invasive. 



















location  and  the  use  of  the  structure,  concrete  is  batched  in  a  specific way  to  achieve  the 
required  strength  for  the  appropriate  application.  Concrete  consist  of  water,  aggregate, 
Portland cement which is a mix of lime, silica, iron oxide and alumina and admixtures which are 
chemicals added to the mix design. Common admixtures are water reducers and air entraining 









Strict  environmental  laws  caused  a  push  for  more  sustainable  alternatives  in  the 
production of concrete. To reduce the amount of waste sent to landfills and reduce the amount 
of  material  mined  for  aggregate,  concrete  manufacturers  are  turning  to  using  recycled 
materials in the mix design. Demolished concrete, bricks and rocks are ground down and used 
as aggregates along with fly ash and slag cement which  is used as a replacement for Portland 
cement.  Fly  ash  is  a  byproduct  generated  from  the  burning  of  coal,  and  slag  cement  is  a 
byproduct of steel manufacturing. This geo‐polymer concrete or “green concrete” can greatly 
reduce  the  amount  of  greenhouse  gases  emitted  from  manufacturing  plants.  Concrete 
manufacturers state that this green concrete because of the properties in the ingredients used 
is a far more superior product than the standard concrete design. 
Along  with  using  a  more  responsible  concrete  mix  there  are  more  sustainable 
alternatives  in  foundation  construction.  The  common  cast‐in‐place method  produces  a  large 










The most  common material  used  in  residential  construction  is wood.  The  three  types  of 
wood that are used are softwood, hardwood and manufactured products that are made from wood 
products and a binder  to keep  them  together. The most common softwoods  for construction are 
pine, fir and cedar. Common hard woods are oak, maple, and poplar. These woods are harvested, 
taken to mills and cut to size, and then kiln dried to remove the moisture which makes the material 
stronger and  resistant  to  rotting. Most  state building  regulations  require  that  construction grade 
lumber be  Forest  Stewardship Council  (FSC)  certified.  FSC  certified  lumber  is harvested by  strict 
guidelines that promote sustainable forestry. All of the parties involved in the logging industry are 
working together responsibly to ensure that no permanent destruction is done to the environment. 
The harvesting  is done  in  such  a way  that minimum destruction  is done  to  the  forest  therefore 
allowing the trees to be replanted and available for harvesting sometime in the future.  
Steel  and  concrete  are  becoming  commonplace  in  home  construction  as  alternatives  to 
wood. Commercial and  industrial construction, make use of these materials because of their high 
strength capabilities. Steel  framing material  is a  reliable building product because of  its ability  to 
resist deformation. Steel’s characteristics rely on the  ingredients and the treatment to solidify the 
molten  liquid.  Just  like concrete manufacturers  turning  to  recycled products, steel manufacturers 














a wood border  that minimized  thermal  leakage either  into or out of  the  structure. The next 
generation of windows was double pane glass with an insulating gas between the panes. These 










have  been manufactured  to  achieve  desired  results.  The modern  door  is made  from wood, 
fiberglass,  or  metal  with  insulation  sandwiched  between  the  panels,  all  having  their  own 














The  United  States,  along with  Canada,  is  the  largest  user  per  capita  of  fresh water 
supply. Finding alternatives to minimize the depletion of this limited resource is crucial. As the 
population  grows  so does  the demand on  freshwater. To  reduce  the demand on  freshwater 
supplies,  recycling  grey  water  can  greatly  reduce  the  demand.  Grey  water  is  any  water 
discharged from a home or building that does not include water flushed from toilets. In America 
most plumbing codes do not allow  for grey water to be used  for  inside the  facility unless the 
discharge  is  purified.  Besides  recycling  grey‐water  responsible  water  use  can  include  the 
capturing of  storm water  and used Not only  is  it  imperative  to  find  responsible  solutions  to 
water use the material used in the plumbing system needs to be addressed. 
 Old  plumbing  fixtures, washing machines  and  dishwashers  are  the  leading  factors  in 
excessive water use. Replacing old fixtures and fittings more than half the water consumed. An 
average  sized  home  uses  about  16,000  gallons  of  water  annually  from  showerheads  and 
faucets.  Low‐flow  aerating  units  deliver  a  strong  flow  of  water  by  introducing  air  into  the 
system while  using  less water.  These  new  systems  can  save  around  8000  gallons  of water 
annually.  An  extensive  amount  of  research  and  engineering  has  been  done  to  reduce  the 
amount of water used when flushing a toilet. An old style toilet delivers 3.5 gallons of water per 


















Determining  the  style  of  home  is  the most  important  step  in  building  a  new  home. 
Determining the materials to be used and how the structure will be built  is  just as  important. 
Residential home construction utilizes several building methods depending on the location and 
style  of  home  chosen.  Several  styles  of  construction  methods  include  conventional 








Conventional  construction  utilizes  a  wooden  structure  that  transfers  the  load  to  a 
concrete  foundation.  Depending  on  the  size  of member  chosen  for  the  specific  application 
building  codes  regulate  the maximum  spacing  allowed  to  support  the  load.  Typically  two by 
four  studs and  two by  ten  joists are used  for  framing. The concrete  foundation  supports  the 
floor  joists  that  support walls  that will  support  additional  floor  joists  and  girders  and walls. 
Conventional  construction  spaces  the  wooden  members  sixteen  inches  on  center  for 
constructability  by  subcontractors.  This  allows  for  faster  construction  and  decreased  labor 
costs. 
2.4.2 Steel Construction 
Steel construction provides a beneficial alternative  to wood  framing. The use of  steel 
framing generally  cost  less  than wood  framing and  can provide a unique  look  for  the home. 
Steel can accommodate larger loads than wood allowing for less material to be utilized. 
2.4.3 Concrete Construction 
Concrete  is  the most  proven  building material  used  to  date. Concrete  in  conjunction 
with  reinforcing  steel  is  a  durable,  strong  and  inexpensive  solution  of  building  construction. 
There are several ways concrete can be used in home construction, first concrete masonry units 














Zoning  by‐laws  are  a  set  of  guidelines  produced  by  each  individual  town  or  city  in  a 
given state. The by‐laws control how land is used in the given community and controls the rate 
of growth of  the  town.  In Massachusetts each  town or  city  is divided  into areas of  common 
uses. Dividing the land into common uses will protect homeowners from having a large factory 
built  right  next  door  that may  possibly  decrease  the  value  of  the  home  or make  the  home 
unsellable. Zoning will also help to separate residential from industrial areas, ensuring safey of 
local residents. Some of the uses may be  Industrial, Residential, Business or Agricultural along 
with  several  others.  The  Zoning  By‐laws  are  constraints  on  how  the  land  is  used,  where 
buildings can be located, types of buildings that are allowed on the site and how the facility can 
be  used.  Also,  zoning  by‐laws  control  the  dimensions  of  the  lot,  parking  requirements,  the 
maximum  building  height  allowed  and  the minimum  setback  distance  for  the  facility  to  be 
located  from  the  street.  Zoning  by‐laws  are  important  objectives  set  forth  by  the  given 
community that ensure that the objectives and policies are followed by all citizens.  








40‐A, “The Zoning Act.” Leicester actively amends  their By‐laws  to direct growth  responsibly, 
preserving open‐space and recreational areas. The By‐laws define each district and appropriate 
use.  There  are  currently  12  zoning  districts with  two  overlay  districts.  An  overlay  district  is 
additional zoning restrictions that do not affect original zoning restrictions with the purpose of 
protecting watershed areas.  
In addition  to  Leicester’s  zoning by‐laws  the  town has adopted Subdivision Rules and 
Regulations  from Massachusetts General  Laws. These  rules and  regulations affect  residential 
development  of  newly  constructed  neighborhoods.  The  regulations  are  a  sub  by‐law  of  the 
town’s zoning by‐laws that only regulate standards inside the subdivision. The Subdivision Rules 
regulate  construction  standards  and  lot  characteristics  for  new  subdivisions.  Current 
construction  standards  are  under  review  for  future  development  that  will  decrease  the 






released  in September of 2008 and  the  second volume  ran concurrent with  the  sixth edition 



















The  Massachusetts  Department  of  Environmental  Protection  (MassDEP)  is  the  state 
agency that  is responsible  for the preservation of wetlands. There are two types of wetlands, 
the  first  is a wetland coastal wetland and  the  second  is an  inland wetland. Coastal wetlands 
include  beaches,  salt  marshes,  dunes,  coastal  banks,  rocky  intertidal  shores  and  barrier 










seasons  inland wetlands can appear dry but contain enough water  to  support  its ecosystem. 
Massachusetts adopted  the  first wetlands protection act  in  the 1960s. Since  the 17th century 
about  one  third  of  the  states wetlands  have  been  destroyed.  “The Wetlands  Protection Act 
[Massachusetts General Laws (MGL) Chapter 131, Section 40] protects wetlands and the public 




information  regarding  the  sites  location  to  any  known wetlands.  If work  is  to  occur  in  the 
proximity  of  wetlands  the  party  responsible  for  the  work  must  file  a  Notice  of  Intent  to 
MassDEP  and  the  conservation  commission.  If  any work  preformed will  alter wetlands  the 
owner  is  responsible  to  reclamate  the same amount of  land  that  is destroyed. The Wetlands 
Protection  Act  regulates  the  distance  that  any  construction  can  occur  in  proximity  to  the 
wetlands.  Depending  on  the  type  of  wetland,  the  distance  can  vary.  Most  Massachusetts 












apply practical  applications  in  the design of  the  community, houses  and buildings. The  LEED 





















The  community  center  was  designed  to  meet  the  needs  of  the  neighborhood  and 
surrounding community. The community center will be a public building that  is available to all 
residents of  Leicester, MA. The building will  serve  the  recreational,  social and administrative 
needs of the community.  
LEED  for Neighborhood Development Guidelines  award  credit  for diverse uses  in  the 
immediate area of the development. The community center will house a post office and café, 








This  program was  used  to  create  a  floor  plan  and  three  dimensional  representations  of  the 




The Chapel  Street  Shops were designed  to  satisfied  credit  awarded by  LEED  for diverse 








LEED  for  Neighborhood  Design  awards  credit  for  recreational  areas.  LEED  places  strict 
guidelines  on  size  and  location  of  recreational  areas  relative  to  residential  areas.  LEED 





recreational area must be within ¼ mile walking distance  from 90% of  the  residential units.22 







plant‐life,  porous  pavement,  reduction  of  impervious  and  grassed  area,  and  a 
retention/irrigation system. 
3.2 House Design 
Housing  units  were  designed  using  the  LEED  for  New  Homes  Guidelines.  However, 
Massachusetts  State  Building  Codes  and  Leicester  Town  By‐Laws  held  priority  over  LEED 
Guidelines. The Massachusetts State Building Codes ensured the safety and structural stability 
of  the  housing  units.  Leicester  Zoning  By‐Laws  limited  population  density  that  could  be 
achieved by imposing setbacks. 
Revit was  used  to  create  a  floor  plan  and  three  dimensional  representations  of  the 
proposed  units.  Through  the  use  of  this  program  rendered  drawings  were  made  to  help 
visualize the units after completion. 
                                                      












House  orientation was  not  governed  by  the  Town  Leicester  or Massachusetts  State 
Building Codes, so LEED Guidelines were followed.   LEED for New Homes Guidelines and LEED 
for Neighborhood  Development Guidelines  both  award  points  for  houses  that make  use  of 




LEED  for  New  Homes  provides  lists  of  acceptable  building,  framing  and  finishing 
materials.  These  lists  are  not  exhaustive  and  use  of  other  new  sustainable  materials  is 
encouraged. One goal of this project and LEED is to maintain regional identity. When choosing 




























The  LEED  for  Neighborhood  Development  Guidelines  and  the  LEED  for  New  Homes 
Guidelines were used  to design a sustainable neighborhood. Since safety and public health  is 





















The  proposed  design  for  the  community  satisfied  criteria  for  the  LEED  Silver 






























court,  one  indoor  basketball  court,  two  playgrounds  and  a  one  acre  open  space  field.  The 
neighborhood was  designed  in  a manner  that  no  house  is more  than  1/6 mile walk  from  a 
playground, as set by LEED guidelines. The neighborhood is also set up so that no house is more 
than ¼ mile walking distance from the playing fields. The distances for the recreation areas are 



































One  of  the  best  strategies  to  reduce  automobile  dependence  is  to  locate  necessary 





























The  design  of  this  neighborhood  incorporates  a  variety  of  services  that will  help  to 
reduce automobile dependence. LEED guidelines offer a variety of credits for reducing the need 
for  personal  vehicles.  This  section  contains  are  two  ways,  suggested  by  LEED,  to  reduce 
automobile dependence: public transportation and zip cars. 
4.4.1 Bus Station and Commuter Center 
Providing  public  transportation  is  key  to  reducing  automobile  dependence.  The 
Worcester  Regional  Transit  Authority  (WRTA)  offers  public  transportation  in  the  vicinity.  An 
adjacent property,  located along existing bus  routes, will be purchased and  converted  into a 
park‐and‐ride. With permission of the WRTA a bus stop will be added there as well.  
A  covered/heated bus  stop will be built on  this  site. A  covered/heated bus  stop may 
encourage people to ride the bus, even in inclement weather. If the bus stop produces enough 
passengers,  plans will  be made with  the WRTA  to  create  a  permanent  bus  stop within  the 
development in the future. 
The  park‐and‐ride  will  benefit  the  surrounding  neighborhoods  by  helping  to  reduce 
automobile dependence, vehicle miles  traveled and  traffic congestion. The park‐and‐ride can 












an  assessment  of  the  transportation  needs will  be  assessed  and more  cars  can  be  added  if 
deemed necessary. 
Bus lines offer transportation to Worcester and the surrounding area, but buses are not 
always available, whether  it  is a  time or  location  constraint. Zip Car will be beneficial  to  the 
















Porous pavement  is  a  critical  tool  in  reducing  storm‐water  runoff.  The use of porous 
pavement  will  reduce  impervious,  and  reduce  storm‐water  runoff  into  surrounding  water 
bodies. One major limiting factor for the use of porous pavement for this project is that porous 









are  only  planned  reduce  the  amount  of water  that  enters  the  formal  storm‐water  drainage 
system.  Designs  for  a  formal  storm‐water  drainage  system  are  located  in  the  next  section. 









from  this  system  will  be  transferred  to  a  retention  pond  in  the  south‐west  corner  of  the 
development, which is the lowest lying point. There will be two retention ponds in this area.  
The  first  retention  pond will  retain  virgin  storm‐water, while  primary  sedimentation 
occurs. The water will then be transferred through a filter to remove  large sediments  into the 
second retention pond.  
The  design  of  the  retention  pond  must  also  include  a  pump  house  in  order  to 
redistribute  the water.  The water will  pass  through  one  final  fine  sediment  filter  before  it 
passes through the pump and  is redistributed. The water will be used to water  landscape and 
for  fire  suppression  systems.  The  excess  water  will  evaporate  or  be  redistributed  to  local 
streams. 
4.6 Municipal Utilities: Water, Sewer, Gas and Electric  
The Town of  Leicester provides water,  sewer,  gas  and electric  to  communities  in  the 
surrounding  area. Due  to  limiting  factors  such  as  cost  and  feasibility,  this  development will 











up  to  70,000  hours, which  can  be more  than  fifteen  years.  Figure  4‐9  shows  the  first  per 
viewpoint of the SOL TSL series street light. 
Another  issue  that  arises with  streetlights  is  light  pollution.  In  order  to  reduce  light 
pollution, streetlights will be equipped with motion sensors. If there is no activity in the vicinity 













The  goal  for  LEED  for  Neighborhood  Development  is  to  “successfully  protect  and 
enhance the overall health, natural environment and quality of life in our communities.”25 This 
section described  the design  for  the  community. The design  satisfied  criteria  to  sufficient  to 
receive the LEED for Neighborhood Development Silver rating. In order to obtain a Silver rating 
a minimum of 50 credit points must be achieved. 
The  goal  of  this  project was  to  satisfy  criteria  to  receive  the maximum  credit  points 
possible. This would rate the effectiveness of the development. A silver rating was the highest 
possible  rating  obtainable  due  to  the  site’s  location.  LEED  for  Neighborhood  Development 













many  aspects  involved  in  designing  a  house  to  achieve  the  maximum  LEED  award  points 
possible. The housing units  in  this neighborhood  satisfied  criteria  for a  LEED Platinum  rating 
with 121 potential credit points. The checklist  that was used  to calculate and organize credit 
points is located in Appendix C. 
 One goal of  this project  is  to create a development  that  is economically diverse, and 
therefore house design  specifications will be a choice of  the homeowner  to  fit  their  income. 
This section will provide a series of alternatives for individual house designs. The alternatives in 





































The house placement on each  lot was determined by  setbacks outlined  in  Leicester’s 
Zoning By‐laws. A table of Leicester’s frontage and setback requirements is illustrated below in 
Table 5‐1. Setback requirements govern  the distance  the building can be  from  the  front, side 
and rear property lines.  




be placed  in a  strategic manner along  the  roof. These  skylight  tubes do not open but  reflect 
natural  light  into  the  room by using  reflective  surfaces  inside  the  tubes  to pass  the  sunlight 
























the  severe  New  England  climate.  To  emphasize  the  benefits  of  thermal  blocking,  Insulated 
Concrete  Forms  (ICF) were  chosen.  ICFs  are  left  in place  after  concrete has  cured.  They  are 
made from rigid plastic foam that holds the concrete in place. IFCs are lightweight and provide 
energy‐efficient, durable construction. The insulating foam is made from expanded polystyrene 






recycled  materials  fly  ash  and  slag  cement.  Aggregate  Industries  Inc.,  a  large  cement  and 
asphalt provider in New England with plants in central Massachusetts, utilizes both products in 
the ready mixed concrete. According to Aggregate  Industries Management  Inc. website, using 
these  recycled  products,  such  as  fly  ash,  actually  increases  the  strength  of  the  concrete, 
promotes  proper  segregation  of  the  aggregates  and  creates  less  friction  in  the  pumping 








Detailed  construction  documents  depicting  proper  spacing,  appropriate  locations  and 
sufficient member sizes provide the team to create a detailed cut list and  lumber order. Table 
5‐2  illustrates  some possible options of efficient  framing  choices  to decrease  the  amount of 
waste.  
State  building  codes  provide  the  requirements  for  spacing  on  all  structural members 
depending on the size of the member and the dead and  live  loads that need to be supported. 
The distance between each member is greater per building code than the conventionally used 
sixteen  inches  on  center.  Conventional  construction  typically  uses  larger  door  and  window 
headers  than  building  code  requirements  for  load  capacity.  An  engineered  approach  to 
member spacing and header details reduces the amount of material used  in construction and 
emphasizes. 
 Wall  construction  is  usually  built with  three  studs  to  provide  sufficient material  for 
attaching  drywall,  utilizing  2  stud  corners with  blocking  between  the  studs  or  drywall  clips 
decreases  the  amount  of  lumber  needed.  Using  Structural  Insulated  Panels  (SIP),  foam  or 
agriculture material core sandwiched between oriented strand board (OSB), provides significant 










forests  that  are  managed  with  awareness  of  and  responsibility  to  the  social,  economical, 
ecological, cultural and spiritual needs of generations to follow. 
Using SIPs  for the walls,  floor and roof  increases the thermal break provided  from the 
core. The R‐value, or measure of thermal resistance, of each panel increases as the thickness of 
the  panel  increases.  Table  5‐3  illustrates  average R‐values  of  the  panels.  The  table  provides 
generalized  values  and  respective  manufacturers  should  be  contacted  for  actual  values. 
Typically  fiberglass  batt  insulation,  traditionally  used  in  construction,  provides  an  R‐value  of 
3.14 per inch of insulation. A two‐by‐four stud wall sheathed with plywood generally has an R‐













SIP Panel Thickness  4 1/2"  6 1/2"  8 1/4"  10 1/4"  12 1/4" 
EPS  14.4  21.6  27.9  35.1  45.9 
XPS  19.5  29.5  38.3  48.3  58.3 
Polyurethane  21.7  32.9  N/A  N/A  N/A 
Consult  the  panel  manufacturer  to  verify  R‐values.  R‐values  can  vary  between  SIP 
manufacturers. 
Calculated  R‐values  for  generic  structural  insulated  panel  (SIP),  including  7/16”  oriented 












































System  (NRFC), an organization of  construction professionals  that developed a  rating  system 
based on window and door performance, needs to be met or exceed these standards  in LEED 
and Energy Star requirements. Figure 5‐7 shows a NFRC rating  label provided on all doors and 

















































Home  owners will  also  have  a  choice  of  door  styles.  Exterior  doors  come  in  a wide 
variety of options. Any door choice that has glass must meet the standards depicted  in Table 
5‐5.  Environmentally  preferable  door materials  include  fiberglass  and  steel.  These  doors  are 
hollow with insulation inside creating a beneficial thermal break from the outside climate.  
Interior doors do not need to meet any performance standards, therefore options are 
endless.  Solid  wood  doors  require  FSC  certified  wood  as  well  as  FSC  certified  wood  door 









Various  siding  options  including  cement  fiber  siding,  FSC  certified  wood  siding  and 
environmentally  friendly  sustainable  wood‐based  material  siding  will  be  provided  to 































There  are many  sustainable  flooring options on  the market  today. To maximize  LEED 
credits awarded for each unit, choices will be limited to FSC Certified wood flooring, SCS Floor 
Score Certified products and tile made from recycled products. .  
Table  5‐6  illustrates  several  choices  of  flooring  products  that  the  homeowner  can 
choose  to  put  in  their  unit.  The  Scientific  Certification  Systems  (SCS)  combined  with  the 
Resilient  Floor Covering  Institute  (RFCI),  “tests and  certifies  flooring products  for  compliance 
with indoor air quality emission requirements adopted nation‐wide. A flooring product bearing 













In  areas  such  as  bedrooms,  living  rooms  and  hallways,  wood‐type  floors  are 
recommended. In the areas susceptible to water penetration such as bathrooms, kitchens and 
entrance ways, tile or linoleum flooring is suggested. Tile floors are durable and longest lasting 













According  the  EIA,  in  2008  the  average  household  in  Massachusetts  consumed 
approximately  20  kWh  a  day.  The  required  system  size  is  determined  by  dividing  electricity 
consumed  by  solar  isolation  value,  to  produce  the  number  of  kW  consumed  daily.  Solar 
isolation  is a value that determines effective daily sunlight. Table 5‐7 shows the average solar 




MA Locations  High  Low  Average 
Natick  4.62  3.09  3.99 
Blue Hill  4.37  3.33  4.05 
Boston  4.27  2.99  3.84 
Lynn  4.60  2.33  3.79 







The  solar  systems will  be  designed  for  peak  summer  solar  isolation, which  is  4.62  in 
Natick. According  to  the EIA electricity consumption  is significantly higher during  the summer 




over  1000  square  feet with  a  roof  pitch  of  9:12.  It was  interpolated  from  Error!  Reference 
ource not  found.  that  the solar orientation value  for  this set up would be approximate 0.99, 
meaning  that  the  system would  function  at  99% maximum  efficiency.  Solar  Isolation Values 
accommodate  for  regional climate and geographical  location. Maximum solar efficiencies can 
be  obtained  from  a  southern  facing  Photovoltaic  panel  at  thirty  degrees  from  horizontal.  If 




in which a hole  is drilled about fifty feet  into the ground, and pipes are  looped to bring water 
into the ground and back through the home, capturing the temperature of the earth. To reduce 
the cost of each home a  lateral piping system will be  implemented. Pipe  loops will be buried 










place  outside  the  foundation’s  perimeter  to  make  future  maintenance  less  destructive.  
Utilizing this configuration excess blasting beyond what may be required for the foundation will 
be eliminated. Eliminating blasting  for  this situation will greatly  reduce construction cost and 
pass the savings on to the homeowner. Burying the networks of pipes beneath the foundations 


































  ZONE 1    ZONE 2  ZONE 3  ZONE 4   ZONE 5  
1.5 Tons  600‐ 900 sf   600 ‐ 950 sf  600 ‐ 1000 sf  700 ‐ 1050 sf  700 ‐ 1100 sf 
2 Tons   901‐1200 sf  951 ‐ 1250 sf  1001 ‐ 1300 sf  1051 ‐ 1350 sf  1101 ‐ 1400 sf 
2.5 Tons  1201 ‐ 1500 sf  1251 ‐ 1550 sf  1301 ‐ 1600 sf  1351 ‐ 1600 sf  1401 ‐ 1650 sf 
3 Tons   1501 ‐ 1800 sf  1501 ‐ 1850 sf  1601 ‐ 1900 sf  1601 ‐ 2000 sf  1651 ‐ 2100 sf 
3.5 Tons   1801 ‐ 2100 sf  1851 ‐ 2150 sf  1901 ‐ 2200 sf  2001 ‐ 2250 sf  2101 ‐ 2300 sf 
4 Tons   2101 ‐ 2400 sf   2151 ‐ 2500 sf  2201 ‐ 2600 sf  2251 ‐ 2700 sf  2301 ‐ 2700 sf 































suit. Many  product manufacturers  are  leaning  towards  the  use  of  recycled,  environmentally 
safe  and  natural  products.  State,  local  and  private  associations  are  providing  awards  and 
accreditations  to  “Green” homes.  These  credits  emphasize  to builders, designers,  and home 
buyers that the house, in relationship to traditionally built houses, is of superior quality. 
  Conventional home  construction  relies on  standard  construction methods  that 
reduce  need  for  design  and  make  for  easier  constructability  and  quicker  construction 
schedules.  This  generates  large  amounts  of waste  and  excessive  costs.  In  conventional  stud 
built  home  placing  effort  towards  using  maximum  spacing  and  minimum  sized  members 
allowed  by  state  building  codes  assures  for  the  most  sustainable  and  safe  home.  Another 
sustainable construction option  is making use of pre‐engineered and pre‐fabricated structural 
building  materials.  With  proper  design  this  alternative  reduces  waste  and  decreases 








A  cost  analysis  for  a  single  unit  was  performed.  The  cost  for  new  units  in  the 
development was estimated from case studies for similar constructions in the United States.  
Table 6‐2 shows a list of the average cost per square foot, square footage and total cost 
of  specified  LEED‐certified  houses  in  the  United  States.  The  costs  shown  reflect  a  regional 
priority weight  and  annual  inflation  rate of  four percent  from  the  year  that  the project was 
constructed,  Appendix  H  shows  the  full  worksheet  that  was  prepared  for  cost  estimate 




square  footage  of  a  unit  by  a  20% markup  cost.  The  cost  for  a  1500  square  foot  unit was 


















1  $ 195  1386  $ 269,900 
2  $ 158  1650  $ 259,500 
3  $ 187  1544  $ 289,000 
4  $ 189  1480  $ 279,720 
5  $ 181  1544  $ 279,000 
6  $ 199  1400  $ 279,000 
7  $ 222  1210  $ 269,000 
8  $ 157  1650  $ 259,000 
9  $ 214  1210  $ 259,000 
10  $ 192  1400  $ 269,000  













Freeport, ME 3200 $                517.44  $               827,900 
Charolette, VT 2700 $                423.99  $               572,383 
South Glastonbury, CT 2966 $                520.00  $               771,160 
Waitsfield, VT 2000 $                194.69  $               194,688 
Saxapahaw, NC 2498 $                170.89  $               426,890 
Columbus, OH 1495 $                156.00  $               233,220 
Urbana, IL 1200 $                118.94  $               142,728 
Weatherford, TX 2038 $                136.87  $               278,948 
Dexter, MI 4010 $                267.72  $            1,073,548 
Blacksburg, VA 1038 $                110.24  $               114,426 
Blacksburg, VA 1360 $                110.24  $               149,922 
Chino Valley, AZ 3202 $                105.29  $               337,130 
Redding, CT 3489 $                442.86  $               772,572 
Chebeague Island, ME 2478 $                433.13  $               536,646 
East Falmouth, CC, MA 1041 $                379.60  $               131,720 
Campton, NH 3180 $                223.86  $               355,944 
Epping, NH 2270 $                140.38  $               159,335 
Groton, NH 3132 $                389.20  $               609,492 
 Chicago, IL  1830 $                213.84  $               391,325 
 Bloomington, IN  4300 $                145.60  $               626,080 
 Silver Springs, MD  $                122.74  $                         ‐   
 Bowie, MD  1900 $                111.85  $               212,523 
 Duluth, MN  2000 $                243.39  $               486,773 
 Lonsdale, MN  2700 $                182.50  $               492,744 
 Philadelphia, PA  1680 $                157.48  $               264,568 
 Taylorstown, VA  1900 $                177.91  $               338,037 
 Lansing, MI  1400 $                116.33  $               162,860 
 Perkiomenvill, PA  2016 $                202.48  $               408,191 
 Charleston, RI  2600 $                156.56  $               203,534 






The  goal  of  this  project was  to  design  an  affordable  community  using  the  LEED  for 




neighborhood  design  fell within  specifications  for  the  prestigious  LEED  Silver  rating with  51 
potential credit points. The houses  fell within  specification  for  the LEED Platinum  rating with 
121 potential points.  
The  community  was  designed  in  a  manner  that  promoted  an  active  lifestyle  and 
encouraged social interactions. The proposed community center, shopping plaza and recreation 
areas will benefit  the surrounding communities as well as  the development. Services such as 
the  Zip Car, park‐and‐ride,  and heated bus  stop will help  to  reduce  automobile dependence 
which  will  have  positive  effects  on  air  quality  and  traffic  congestion.  A  higher  LEED  for 
Neighborhood Development  rating may  not  be  possible  in  this  location  due  to  zoning  laws. 
LEED  awards  points  for  high  population  densities  and  is  more  applicable  for  urban 
developments. 
The  selling price  for a unit  in  the neighborhood was determined  to be  three percent 
more than similar conventional unit in the town of Leicester. The three percent cost increase is 







unit  being  built  to  above  average  standards.  The  affordability  was  achieved  by  providing 
sustainable alternatives of varying  cost  to each aspect of  the house design. Solar panels and 
geothermal pumps were incorporated into the house design to offset energy needs. 
Original  plans  included  a wind  turbine  to  offset  electricity  needs  of  the  community. 
However, due to spatial constrains the wind turbine was not feasible. Due to the proximity of 
abutting properties,  there was not  sufficient  space  to provide  the  required  setbacks  for  safe 
















With  growing  awareness  of  the  impact  that  human  development  has  on  the 
environment  there  has  been  great  deal  of  attention  paid  to  sustainable  building  and  living. 




growing populations and dwindling or  invariable resources  it seems evident that we are  living 
beyond nature’s means. However, the goal of this project is not to predict or hypothesize about 
the  eventual  consumption  of  the  Earth’s  resources,  nor  is  this  project  going  to  solve  all 
environmental problems. The goal of this project is to compile modern technologies to develop 














and methods whenever  possible.  It  is  also  crucial  to  this  project  that  the  development will 
incorporate the needs of the town of Leicester to become an interactive part of the town. After 
designing  the  community,  a  cost  analysis will be performed  and  compared  against  that of  a 
traditional community, which will be defined.  
Scope 
The  development will  consist  of  40  dwelling  units;  this  includes  a  variety  of  houses, 
condos,  duplexes  and  apartments.  There  will  be  a  community  center  that  provides  a 
multipurpose  indoor  recreations  center,  convenience  store,  post  office  and  day  care.  The 
design will reflect the  importance of outdoor recreation areas by  incorporating basketball and 
tennis courts, playing fields and playgrounds, within walking distance to all the residences. To 
reduce  the  impact  of  personal  vehicles  and  encourage  the  use  of  public  and  shared 
transportation, the design will incorporate a bus station and a park‐and‐ride. The intentions are 






fire  suppression  systems. A  small  pump  house will  be  built  provide  the means  to move  the 










greater  than  the amount being created. Community energy sources  include a solar panels on 
community center and solar  streetlamps. Household energy  sources  include  solar panels and 
geothermal heating tubes. 
Sample  houses  and  dwelling  units  will  be  designed.  This  will  be  done  through  a 





preliminary  layout. The design  features will be  first  and  foremost  contingent upon  the  LEED 
standards  for  Neighborhood  Development.  All  buildings  in  the  development would  also  be 




The design will potentially  incorporate  a  variety of  alternative  and  renewable  energy 
resources. Prior to incorporating these elements into the design feasibility and case studies will 






have  been  granted.  Items  that  require  variances  will  be  designed  twice:  once  with  the 
assumption  that  variance was  granted  and  once with  an  alternative  if  the  variance was  not 
granted. 
Deliverables 
The main deliverable  for  this project will be  the MQP  report, which will be a written 
compilation of all work and findings that occurred during the course of the project. The project 
will also  include a variety of site plans that  include utility  information, house  lots, community 
buildings and all other site features. In addition to site plans, there will be drawings and layouts 
of the individual sample dwelling units and community buildings. The final deliverable will be a 
comparison  between  the  construction  costs  and  selling  costs  of  a  residential  unit  in  this 
development and similar units in the town. 
Conclusions 
This  design  is  expected  to  have  higher  construction  costs when  compared  against  a 
traditional  community, but will offer a better quality of  life. This  cost analysis will prove  the 
feasibility  of  community  with  sustainable  features.  By  following  the  LEED  standards,  the 
development  should  obtain  certification.  The  development will  also  show  the  possibility  of 
creating  communities  that  are  affordable  and  incorporate  a  diversity  of  households  with 
various incomes. 
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